
WINDOW INSTALLATION 
GUIDELINES

Ready-2-Fit windows and doors are sealed and glazed in our factory during the manufacturing process, 

so when they arrive on site they’re ready to be installed. They are supplied wrapped in protective two-stage

packaging that protects them during transport, and also during installation. When installing, only

remove the first layer of plastic and cardboard. Keep second layer of plastic in place during installation.

INSTALLING PRE-SEALED AND GLAZED WINDOWS (except sliding sash windows)

WHEN BUILDING THE OPENINGS: The window 

opening must be 20-30mm wider and higher than the 

window sizes indicated on our quote and confirmation 

drawing. This is to ensure that the product fits into the 

opening. Keep the plastic single layer in place, to protect 

the product during installation, plastering and painting.

REVEALS: Please ensure that all of the reveals are left

unplastered to fit the windows, and to ensure a simple 

installation and superior final finish after plasterwork. 

For new built reveals, make sure DPC is placed in the 

walls. Note: the DPC must protrude at least 20mm into 

the cavity on all sides. The builder must ensure that the 

opening for the window is 100% square.

STEP

2
After the lugs have been fixed, carefully position the window in the prepared opening. Use bricks, wedges 

and shims to keep the window in position.

STEP

3
Fix the sides, making sure they are level. Use nail-in anchors to 

secure the frame to the reveal.
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STEP

4
Test the frame to make sure the window is secure before you start 

the plasterwork.

  

STEP

1

Attach fixing lugs to the frame with minimum 2 screws per lug. This is to ensure that there is no 

hinge-action on the lug. Use a minimum of 3 fixing lugs per side, spaced 300mm from the top 

and bottom and not further than 900mm apart. If the distance between lugs is greater than 

900mm, an additional lug must be fitted. Longer fixing lugs should be used for the top of the 

frame, to fix around lintels.
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WINDOW INSTALLATION GUIDELINES

STEP

2

After the lugs have been fixed, carefully position the window in the prepared opening. Use bricks, wedges and shims to keep 

the window in position.

STEP

3

STEP

4

Fix the sides, making sure they are level. Use nail-in anchors to 

secure the frame to the reveal.

The frame to make sure the window is secure before you start the 

plasterwork.

STEP

1
Attach fixing lugs to window with minimum 2 screws per lug. This is to ensure 

that there is no hinge-action on the lug. 

IMPORTANT: Only fix lug on the sides on the head and on the sill. The rest of 

the side is a hollow box that houses the ropes and weights, and no screws may 

be fitted into this area. 

INSTALLING PRE-SEALED AND GLAZED SLIDING SASH WINDOWS

WHEN BUILDING THE OPENINGS: The window opening 

must be 20-30mm wider and higher than the window sizes 

indicated on our quote and confirmation drawing. This is 

to ensure that the product fits into the opening. Keep the 

plastic single layer in place, to protect the product during 

installation, plastering and painting.

REVEALS: Please ensure that all reveals are left

unplastered to fit the windows, and to ensure a simple 

installation and superior final finish after plasterwork. For 

new built reveals, make sure DPC is placed in the walls. 

Note: the DPC must protrude at least 20mm into the cavity 

on all sides. The builder must ensure that the opening for 

the window is 100% square.

O
N

LY
LU

G
S 

H
ER

E
O

N
LY

LU
G

S 
H

ER
E

FINISH: Builders must finish the window sill.  Polyurethane filler foam can be applied into the cavity between product and the reveal. 

Builders must complete the plasterwork, then remove the plastic wrapping and apply an approved sealant in corners for a proper water seal.
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DOOR INSTALLATION 
GUIDELINES

STEP

1

Attach fixing lugs to the frame with minimum 

2 screws per lug. This is to ensure that there is 

no hinge-action on the lug. Use a minimum of 3 

fixing lugs per side, spaced 300mm from the 

top and bottom, and not further than 900mm 

apart. If the distance between lugs is greater 

than 900 an additional lug must be fitted. 

Longer fixing lugs should be used for the top of 

the frame, in order to fix around lintels.

INSTALLING A FOLD-A-SIDE DOOR OR SLIDING DOOR

WHEN BUILDING THE OPENINGS: The door 

opening must be 20-30mm wider and higher 

than the doorframe sizes indicated on our quote 

and confirmation drawing. This is to ensure the 

product fits into the built opening. Keep the plastic 

single layer in place, to protect the product during 

installation, plastering and painting.

BUILT REVEALS: Please ensure that all of the reveals 

are left unplastered to fit the frames, and to ensure 

a simple installation and a superior final finish after 

plasterwork. For new built reveals, make sure DPC is 

placed in the walls. Note: the DPC must protrude at 

least 20mm into the cavity on all sides. The builder must 

ensure that the opening for the frames is 100% square.
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INSTALLATION PREPERATION: For our Fold-a-Side doors and sliding doors, please 
ensure that you fit a 35x45mm galvanised steel angle to the bottom of the opening where 
the door needs to be fitted. Remember to put the DPC in place.

A – Secure angle iron to rear brick     
B – Secure frame level and square to angle iron from rear using wedges if needed

A B C

Fit gut lines to the top, bottom, 

sides and diagonally across the 

product. Gut lines fitted around 

the frame ensure that the frame 

is not bowed or sagging in any 

direction. Diagonal gut lines are 

used to check for twisting and 

warping of the frame. Check 

where the gut lines meet. If 

product is not twisted, the lines 

will barely touch. If the lines are 

far apart or if they are pulling 

over each other, this indicates 

that the product is twisted. 

Adjust accordingly.

90̊

Door is level
and square.

Door must be left in 
a closed position.

Top and sill are in a 
straight line with the 
builders line viewed from 
above and below.

Door is square 
(measure diagonally from 
one inside corner to another 
– do not use a square).

Support sill is evenly spaced to 
prevent sagging (<300mm).

100% LEVEL         100% SQUARE         100% PLUMB

A gap of at least
5mm left between
lintel and frame.

STEP

2 BEFORE FIXING THE DOOR CHECK THE FOLLOWING
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DOOR INSTALLATION GUIDELINES

FIXING THE BOTTOM
STEP

3

After the lugs have been fixed, carefully position the door in the prepared 

opening. Use bricks, wedges and shims to keep the door in position. Secure 

the bottom of the frame first, making sure it is perfectly level and straight 

as viewed from the top and bottom.

FINISH: Polyurethane filler foam can be applied into the cavity between the product and the reveal. Builders must 

complete the plasterwork, then remove the plastic wrapping and apply an approved sealant in corners for a proper water seal.

FIXING THE SIDES
STEP

4

Fix the sides, making sure they are level. Use nail-in anchors to secure 

the frame to the reveal. It is not necessary to fix the frame to both 

sides of the reveal; one side is usually sufficient. Overfix and straighten 

out with wedges to ensure a tighter fit.

STEP

6 FIXING THE TOP

Do not fix into the lintels, 

rather fix around them 

into the wall, as drilling 

into lintels can weaken 

them. Alternatively, fix 

through the pre-drilled 

holes into the lintel with 

nail-in anchors fixed and 

tightened into position.

STEP

8
Strategically cut the 

plastic to test the 

functioning of the doors. 

Open and slide doors to 

ensure they run smoothly. 

Close up plastic with 

duct tape so the entire 

product is protected 

before finishing.

TEST

STEP

7 TEST

As with the sides, 

overfix and straighten 

out with wedges to 

ensure a tighter fit.

STEP

5 TEST

Now test to determine 

whether the frame 

is properly fixed and 

tightened into position.
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DOOR INSTALLATION 
GUIDELINES

INSTALLING A PRE-HUNG DOOR-IN-FRAME

WHEN BUILDING THE OPENINGS: The door opening 

must be 20-30mm wider and higher than the doorframe 

sizes indicated on our quote and confirmation drawing. 

This is to ensure that the product fits into the built 

opening. Keep the plastic single layer in place, to protect 

the product during installation, plastering and painting.

BUILT REVEALS: Please ensure that all of the reveals are 

left unplastered to fit the frames, and to ensure a simple 

installation and superior final finish after plasterwork. For 

new built reveals, make sure DPC is placed in the walls. 

Note: the DPC must protrude at least 20mm into the cavity 

on all sides. The builder must ensure that the opening for 

the frames is 100% square.

Attach fixing lugs to the frame with minimum 2 screws per  lug. This is to 

ensure that there is no hinge-action on the lug. Use a minimum of 3 fixing 

lugs per side, spaced 300mm from the top and bottom, and not further 

than 900mm apart. If the distance between lugs is greater than 900mm, 

an additional lug must be fitted.

  

BEFORE FIXING THE DOOR CHECK THE FOLLOWING

Door is left in a 
closed position.

Support sill is 
evenly spaced.

The top and sill are in a straight line 
with the builders line viewed from 
above and below.

90̊

Door is square 
(measure diagonally from 
one inside corner to another 
– do not use a square).

A gap of at least 5mm 
is left between lintel 
and frame.

Door is level 
and square.

STEP

1
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FINISH: Polyurethane filler foam can be applied into the cavity between product and the reveal. Builders must complete

the plasterwork, then remove the plastic wrapping and apply an approved sealant in corners for a proper water seal.

After the lugs have been fixed to the frame, carefully position 

the door in the prepared opening. Use bricks, wedges and 

shims to keep the door in position. Secure the bottom of the 

frame first, making sure it is perfectly level and straight as 

viewed from the top and bottom.

STEP

2 FIXING THE BOTTOM

Fix the sides, making sure they are level. Use nail-in 

anchors to secure the frame to the reveal. It is not 

necessary to fix the frame to both sides of the reveal; one 

side is usually sufficient. Overfix and straighten out with 

wedges to ensure a tighter fit. 

STEP

3 FIXING THE SIDES

DOOR INSTALLATION GUIDELINES

Test to determine whether the frame is 

properly fixed and tightened into position.

STEP

4 TEST


